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N O W  I T  I S  I N  E XC LU S I V E  R A N G E

FLAT SHIPLAP
2:1 FLUTED 

PANEL

4 FLUTE 

TRIO + SERIES

CURVY

TRIO + SERIES

4 FLUTED 

PANEL

3 FLUTE 

TRIO + SERIES



Features & Benefits

All Weather Proof

WaterproofTermite ProofTough and
Durable

Maintenance 
Free

Superb QualityNo PolishingAnti Corrosive

EconomicalLight Weight

Uv Resistant

Moisture Resistant

Easy To Install

Recyclable

10 Year Warranty

These louvers come in Six distinct designs, each crafted to 

enhance the visual appeal of any space. With an exclusive range of 

colors, Reynoarch ensures that their WPC Louvers not only provide 

functional benefits but also add a touch of elegance and 

s o p h i s t i c a t i o n  t o  y o u r  i n t e r i o r s  o r  e x t e r i o r s . 

Whether you are looking to create a contemporary look or a classic 

ambiance, Reynoarch's WPC Louvers offer versatile solutions that 

cater to diverse design preferences.

ABOUT US

R E Y N O A R C H   W P C   L O U V E R S

N O W   I T   I S    I N    E X C L U S I V E    R A N G E

ReynoArch is a formidable array of decorative building materials. 

Our products are manufactured with global standards to the 

highest european and american standards, built and tested for a 

lifetime. Established in 2010, we have grown exponentially from 

offering ACP sheets, HPL sheets, Silicone Sealants, WPC sheets, 

construction chemicals and many more products to the endian 

building fraternity.

Reynoarch WPC Louvers offer a perfect blend of aesthetics and 

durability, making them an ideal choice for modern architectural 

designs.



Application

Canopy

Gate Paneling

Exterior Cladding

Roof Cladding

Fence & Railing

Interior - Highlighter, Panels

Balcony Cladding 



EXTERIOR

Length  

Width

 

340.5 mm

2900 mm:

:

SPECIFICATIONS : 

Area Per Pack 

Pc. Per Box 

: 106.29 sqft

: 10 pcs

3 Flute Trio + Series

Thickness 2.2 mm:



RL61 - TIMOR OAK 

RL62 - CLARET MAHOGANG 

RL63 - BELLA NOCE 

RL64 - DUTCH CHERRY 

RL65 - FLAXEN OAK 

EXTERIOR

RL66 - IMBARI EICHE 

RL67 - SALWEEN OAK 

RL68 - LOMBARD OAK 

RL69 - CLARET WOOD 

RL70 - PRECOTT WALNUT 



EXTERIOR

Length  

Width

 

218 mm

2900 mm:

:

SPECIFICATIONS : 

Area Per Pack 

Pc. Per Box 

: 68 sqft 

: 10 pcs

Thickness 2.2 mm:

4 Flute Trio+ Series



RL81 - TIMOR OAK 

RL82 - CLARET MAHOGANG 

RL83 - BELLA NOCE 

RL84 - DUTCH CHERRY 

RL85 - FLAXEN OAK 

EXTERIOR

RL86 - IMBARI EICHE 

RL87 - SALWEEN OAK 

RL88 - LOMBARD OAK 

RL89 - CLARET WOOD 

RL90 - PRECOTT WALNUT 



EXTERIOR

Length  

Width

 

285 mm

2900 mm:

:

SPECIFICATIONS : 

Area Per Pack 

Pc. Per Box 

: 88.96 sqft. 

: 10 pcs

Thickness 2.2 mm:

Curvy Trio+ Series



RL101 - TIMOR OAK 

RL102 - CLARET MAHOGANG 

RL103 - BELLA NOCE 

RL104 - DUTCH CHERRY 

RL105 - FLAXEN OAK 

EXTERIOR

RL106 - IMBARI EICHE 

RL107 - SALWEEN OAK 

RL108 - LOMBARD OAK 

RL109 - CLARET WOOD 

RL110 - PRECOTT WALNUT 



SPECIFICATIONS : 

Length  

Width 219 mm

2900 mm:

: Area Per Pack 

Pc. Per Box 

: 27.35 sqft

: 4 pcs

4 Fluted Panel

EXTERIOR



RL01 - WOODEN DEW

RL02 - BRAZIL WALNUT

RL04 - NAIROBI WOOD

RL03 - BERLIN WOOD

RL05 - ASH WOOD

RL07 - DEEP WOOD 

RL06 - OSLO WOOD

EXTERIOR

RL08 - TEAK 

RL09 - BLACK WOOD



SPECIFICATIONS : 

Length  

Width 152 mm

2900 mm:

: Area Per Pack 

Pc. Per Box 

: 18.98 sqft

: 4 pcs

Flat Shiplap

EXTERIOR



RL24 - NAIROBI WOOD

RL25 - ASH WOOD

RL21 - WOODEN DEW

RL22 - BRAZIL WALNUT

RL23 - BERLIN WOOD

EXTERIOR

RL26 - OSLO WOOD

RL27 - DEEP WOOD 

RL28 - TEAK 

RL29 - BLACK WOOD 



SPECIFICATIONS : 

Length  

Width 219 mm

2900 mm:

: Area Per Pack 

Pc. Per Box 

: 27.35 sqft

: 4 pcs

EXTERIOR

2 : 1 Fluted Panel



RL41 - WOODEN DEW

RL43 - BERLIN WOOD 

RL44 - NAIROBI WOOD

RL45 - ASH WOOD

RL42 - BRAZIL WALNUT 

EXTERIOR

RL46 - OSLO WOOD

RL47 - DEEP WOOD 

RL48 - TEAK 

RL49 - BLACK WOOD 



MANY POSSIBILITIES

FROM INSIDE TO OUTSIDE

UNUSUAL SURFACES

WITH LIGHTING

DESIGN POSSIBILITIES

Accessories

For 3 Flute Trio+ Series

J Trim Pro�ile
Inner Corner 

Pro�ile
Outer 

Corner Pro�ile
T Trim Pro�ile

SPECIFICATION

Size - 2900 mm
Pc. Per Box : 10 Pcs. 

SPECIFICATION
Size - 2900 mm

Pc. Per Box : 10 Pcs. 

For 4 Flute Panel, Flat Shiplap, 2:1 Fluted Panel

L Corner Pro�ile
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SPECIFICATION
Size - 2900 mm

Pc. Per Box : 10 Pcs. 

For 4 Flute Trio+ Series, Curvy Trio+ Series

J Trim Pro�ile
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MATERIALS COMPARISON



INSTALLATION  PROCESS  FOR
EXTERIOR

TRIO+ SERIES

STEP 1
Mark perimeter lines & Install wall angle 

(MS/Gl/AL) on all sides.

STEP 2
The framing structure must allow Air circulation 

between wall & the facade of minimum 22mm.

STEP 3
For this purpose the framing structure must 

be installed atleast 50mm from ground level 

& 20mm from top wall.

STEP 4
The framing structure must be installed at 

every (400mm) (center to center) fix the 

cross channels perpendicular direction to 

Trio+ panels.

T trim
75mm

STEP 5
Install the J trim on all perimeter of the wall. 

At all corners the J trim has to be cut at 45° 

and joint.

STEP 6
For areas where length is more than 2.7m use 

T trim. Please note for the T trim we need to 

install 2 frames side by side – 75mm.

Outer Corner 
Profile

STEP 7
The outer corner profile is used for panels 

both installed vertically or horizontally and to 

finishing window & door openings.

STEP 8
There needs to be adequate expansion joints 

of 8mm minimum. The ambient temperature 

makes the panels expand or contract.



INSTALLATION  PROCESS  FOR
EXTERIOR

TRIO+ SERIES

STEP 9
The fixing point should be the 2nd batten from 

the top or the middle batten.

This will help the panel to move uncontrollably.

STEP 10
Try to fix the screw in middle of the mounting 

hole, do not tighten it all the way, leave gap to 

movement to the panel.

STEP 11
The space left for Air Circulation can be 

covered with perforated panel of SS/AL so 

that no insects travel inside & to ensure 

proper air circulation. 8mm

STEP 12
Slide the Trio+ panels as per the plan. Panels to 

be screwed to framework every 450mm. J and 

T trims to be screwed at every 300 mm.

STEP 13
When installing the panels, never tighten the 

screw to the end, as this may limit the 

possibility of expansion/contraction.

STEP 14
There must be space left for linear expansion 

of the panels (we have to keep the dilatation 

gap at least 8mm from one side / 16mm from 

both sides).



INSTALLATION  PROCESS  FOR

STEP 1 STEP 2

STEP 3 STEP 4

Prepare the wall - Make sure it is dry & Clean. Put Aluminium/GI/MS hollow pipe framing on wall 
vertically or horizontally as per Reynoarch wpc 
louver selection.

Make sure the wall framing is done at no more then 

600 mm gap from each other.

Install WPC Louver panel to the sub-frame with 

metal strip. The metal strip holds the tongue of 

wpc louver Panel and is fixed with screws.

Place another panel adjacent to the first one with the 

concealing tongue covering the metal strip.

*Metal strips can be purchased from Reynoarch or after market easily. 

METAL STRIP

EXTERIOR

STEP 5

Repeat the process till all the panels are installed & the facade is complete.

Kindly leave 5mm gap to expansion & contraction after every 8 feet of installation  

vertically & horizontally.

8 ft.

8 ft.

STEP 6
Leave 5mm Gap


